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A/C Power LED
® Green - Power On

® Red - Input ground fault
Off - Power Off

Channel LED
© Green - On/ Ready
@ Flashing Green - Standby mode

© Red - Ground continuity fault and o power
Off - Channel not selected / auto Off
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Multi Function Rework System

+ Z2lEE (100 - 240 VAC)
* Auto Off
‘ + ESD Safe
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MFR series Specifications

Soldering & Rework System
MFR.SRC, MFR-PTZ, MFR-STZ

MFR-PST MFR-SRC Ambient operating temperature. 1040°C
Maximum enclosure temperature 55 °C
Inputline voltage © 10020 vAC
ait Input line frequency 5060 Hz
Precision Tweezer, Power consumption 65 Watts max
Soldering & Rework System Output power 50 Wats max
Output frequency 470KHz
MFR-PTZ MFR-STZ Power cord (3-wire) 183cm
Power supply dmension W 122 XD 200 xH 1625 mm
Agency tested per 1EC 61000-6-1,EC 61000-6:3 & UL499, FCC CFR Partis
. Tip-to-ground potential 2mv
Desoldering & Rework System Tipto-ground resistance 20nms
Idietp temperature stabity 115G in st air
MFR-SDX Hand-piece cable ength L: 710mm bur proof, ESD safe
8pin e
Workstand supply dimension W 100X D200 x H 100 mm
MFR:SDX
Ambient oporating temperature 1040°C
Maximum enclosure temperature  55°C
Input ine vottage 100240 VAC
Input ine frequency 5060 Hz
nsumption 90 Watts max.
Output power 50 Watts max.
Output frequency 470 KHz
Power cord (3-ire) 183cm
Power supply dimension W 170XD 200 xH 1525 mm
Agency tested per EC 61000-2-45 & UL499, FCC CFR Part1s
Tip-to-ground potenial 2mv
-ground resistance 20nms
Idle tip temperature stabilty 1.19C in st air
Hand-piece cable length L 710mm bum proof, ESD safe
8pin
Workstand supply dimension W 100 XD 200 xH 100 mm
Recommended air pressure input 450 kPa

Noise level Less than 70dBA




