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Soldering System PS-800E
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PS-800E Specifications

Power Tip

= —

Coil Assembly

Power Tip Solder Handle
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Power Supply

Ambient operating temperature 10-40C
Maximum enclosure temperature 65C

Input line voltage 90 - 260VAC
Input line frequency 50/60 Hz
Power consumption 50W max.
Output power 3sW

Output frequency 470KHz

Power cord (3-wire) 183 cm 18/3 SUT
Dimensions (approx.)
Soldering Handle
Tip-to-ground potential
Tip-to-ground resistance <2ohms DC, unit on
Idle temperature stability 1.1C in still air
Weight 559

Handle cord assembly length

W 70x D 161 x H 100mm

<2mV True RMS, 50-500 Hz

1280m - carbon loaded silicone

Auto Sieep Workstand (Option)

Accessories & Spare Parts

Connector 3-pin power connector PS-PW1 PS-800E Power Supply
Dimensions (approx.) PS-WSK1  PS-800E Workstand with Sponge
Overall length (with tip) 214mm with standard tips PS-WSCH PS-800E Cradle
Grip diameter

g f3mm AC-YS4 Sponge 79.2mm ¢ X 25.4mm
Tipto grip 58mm

& PSHC1 PS-800E Soldering Handle
Tip shatt diameter 5.5mm
Tip length somm (yplcal) AC-CA2 Cartridge Removal Pad
Work-Stand AC-PM Power Meter - AC
Dimensions PS-WSAS  Auto Sieep Workstand

W 101x D 173 x H 76mm
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