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'SP-200 Specifications

SP200 Power Supply

Tipto-ground potential  <2mV, true RMS, 50-500Hz
Tip-to-ground resistance  <2ohms, DC, unit on

Idle temperature stabilty ~ =+1.1°C, still air

Ambient operating temp  10-40°C

Maximum enclosure temp.  65°C

Input line voltage 200 - 240 VAC

Input line frequency 45-70 Hz

Nominal output 35Watt @ 22°C ambient

Output frequency 470 KHz

Handle/cord assembly 1220m carbon loaded silicone, shielded
Dimensions

Length x width x height L 108mm x W 89mm x D 170mm

Weight (total unit) 23kg

Weight (handpiece) 559

Standards compliance MIL-STD-2000, -1686, -45743E, WS-6536D and E
Agency Approvals ETL Listed, FCC Approved

ESD materials 10%10"" ohm/square per ASTM D257

(10*-10"0hm/square where possible)

Accessories & Spare Parts

SP-PW2
AC-CP2
AC-YS3-P
AC-BRUSH-P
AC-TSTAND
SP-HC1
SP-OR
SP-WSK1
SP-CRADLE
PS-WSAS

Power Supply with Power Cord
Cartridge removal Pad
Workstand Sponge

Soft brass Brush Cleaner

Tip Stand

ESD Solder Handle

0O-Ring replacement Kit

SP Workstand

Universal Cradle

Auto Sleep Workstand




